
PENSTAR
SUBLIMATION
PRINTER
 

 
 

R

PT. SPEED DIGITAL BANNER

Rip

Drying System

Power Supply

Operation Environment

Dimension

Weight

File Format

Working Process

Rip

Print Technology

Media Type

Print Head

Print Head Height

Print Width

Speed

Colour

Media Width

Media Handle

Locating Mode

Ink Sublimation Dye

Resolution

Temperature digital controlling heating,front,middle and back 

TIFF, JPEG  

Windows XP / Windows 7

Maintop, Photoprint, Ultra,etc.

220V - 240V   50hz / 60hz 

1000W ( Max ) - 300W ( Standart )
0 0( Temperature ) 20  - 25 C ( Humadity ) 40% - 70%

3,1m x 1,1m x 1,65m  /  3,9m x 1,1m x 1,55m

260kg / 340kg & 440kg /550kg 

 
 

 

 
 

 
 

 
 

Micro Piezo Print Head

Epson DX-5 / 5113  

2~5mm

1,8 m / 2,5 m 

 Raster/servo

CMYK

1,8 m / 2,5 m

Textile, Banner cloth, PVC fabrics,Paper, 
all material fabrics

 
 

 
  

 
 

 

 

2Draft Mode =         80m /h
2Standart Mode =  35m /h
2Quality Mode =      20m /h

 

1440 dpi ( 2880 dpi Max )

ZY-SE1804 SERIES
 

SPECIFICATION 
  
 
 

Speed 1,8 m / 2,5 m 

Automatic feeder, Automatic take up ( optional )
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Media Width
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Locating Mode

Ink Sublimation Dye

Resolution

Temperature digital controlling heating,front,middle and back 

TIFF, JPEG  

Windows XP / Windows 7

Maintop, Photoprint, Ultra,etc.

220V - 240V   50hz / 60hz 

1000W ( Max ) - 300W ( Standart )
0 0

( Temperature ) 20  - 25 C ( Humadity ) 40% - 70%

3,1m x 1,1m x 1,65m  /  3,9m x 1,1m x 1,55m

260kg / 340kg & 440kg /550kg 

 
 

 

 
 

 
 

 
 

Micro Piezo Print Head

Konica 512i / 12 PL & 30 PL 

2~5mm

1,8 m / 2,5 m 

 Raster/servo

CMYK

1,8 m / 2,5 m

Textile, Banner cloth, PVC fabrics,Paper, 
all material fabrics

 
 

 
  

 
 

 

 

2Draft Mode =         80m /h
2Standart Mode =  35m /h
2Quality Mode =      20m /h

 

1440 dpi ( 2880 dpi Max )

ZY-SK1804 SERIES
 

SPECIFICATION 
  
 
 

Speed 1,8 m / 2,5 m 

Automatic feeder, Automatic take up ( optional )
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